
EE 192 Discussion 7 (2/29-3/1) 

Magnetic Sensing, Part 2 
Materials 
• Inductor coil 
• Inductor coil with bandpass filter (RLC circuit) 
• Magnetic test track 
• LM324 and LM6144 op amps 
• Breadboard 
• Various resistors and breadboard wire  

 
1. Frequency response. Hold the inductor coil at a fixed height perpendicular to the magnetic test track. With the 

oscilloscope hooked up to the inductor, sweep the frequency from 10kHz to 1MHz. 
 
Find the natural resonant frequency (𝑓𝑐, at the maximum Vpp), and the -3dB cutoff frequencies (𝑓1 and 𝑓2 where 
Vpp is 0.707*max Vpp). 

 
 

2. Frequency response of RLC resonator. Now repeat the process with the RLC circuit (C=560pF, R=100kOhm), 
finding the resonant frequency and -3dB cutoff frequencies. What is the bandwidth of this sensor? 

 
Give a reason why the resonant frequency is not exactly 75kHz. 
 
 
 

The Q factor (sharpness of the frequency response) is given by 𝑄 = 𝑅�𝐶
𝐿
, and empirically by 𝑄 = 𝑓0

Δ𝑓
 (where Δ𝑓 

is the bandwidth and 𝑓0 is the resonant frequency). Calculate the Q factor using both methods. Do they differ, 
and if so, why? (Hint: Q factor is defined as the ratio of Energy Stored / Energy Dissipated by the resonator.) 
 
 



Op Amp Non-idealities 
Build the following inverting amplifier on a breadboard. Use 𝑅𝑓 = 39𝑘Ω and 𝑅𝑖𝑛 = 10𝑘Ω to get a gain of approx. 4. 
(Both the LM324 and LM6144 have the same pinout.) Use 𝑉+ = 5𝑉 and 𝑉− = −5𝑉. 

  

3. Slew rate limit. Using the LM324 (a cheap op amp), hook up the function generator to Vin using a 75kHz sine 
wave at 0.5Vpp and record the waveform. Using the oscilloscope axes to estimate, what is the slew rate limit? 
 
Next replace it with the LM6144 (a high-quality op amp) and record the waveform. Note the difference.  
 

 
 

4. Bias current. Still using the LM6144, replace the resistors with 3.9𝑀Ω and 1𝑀Ω resistors. Record the waveform. 
Why does this happen? (The input bias current is ~180nA.) 
 
 

5. Output saturation. Replace the resistors with 3.9Ω and 1Ω resistors. Record the waveform. Why does this 
happen? 
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